
Production & delivery capacities: 

Products: Free shaped forged acc. to this survey
(weight up to 30 tons). 

- Discs up to 3 450 mm o. d.
- Rings up to 6000 mm o. d. rolled and forged
- Flanges acc to design, LWN flanges
- Rolls and shaped shafts up to

18 m, also drilled and machined
- Bushes and tube shafts:
 depending on outside diameter,

thickness and length 
- Balls

Materials:

- Carbon steels: ASTM A / ASME SA 105, SA 266 CL2, CL4, A 516 GR 70, A 694 F52/ 60/ 65/ 70 
SA 350 LF6 and others
C22/ 30E/ 40E/ 45E/, S355 NL, S355J2G3, P285-P460, and others

- Alloy steels: ASTM A / ASME SA 182 Grade F1, F5, F6, F9, F11, F12, F22, F22V 
and others
16Mo5, 12CrMo19.5, X12CrMo9-1, 13 CrMo4-5, 10CrMo9-10, and others

- Case hardening, ASTM 5115, 4130, 4337 / 4340, 4140 / 4142 and others
  quenching & tempering, 16MnCr5, 25 CrMo4, 34 CrNiMo6, 42 CrMo4 and others
  nitrided steels   

- Steels for low and high ASTM A / ASME SA 350 Grade LF 2, LF3 and others
  temperature P355, 12Ni14, 15NiCuMoNb5, and others
  
- Stainless and duplex steels ASTM A / ASME SA182 / 965 Grade F6Mn, F304, F304 L/H, F316 L/H, F316 Ti, 

F321, F321H, F347
ASTM A 182 F51, F53, F55 and others
1.4313, 1.4301, 1.4306, 1.4401, 1.4404, 1.4406, 1.4541, 1.4571,

  1.4550, 1.4462, 1.4465 and others

- Special materials: ASTM A182 (F904L) 1.4539, X1NiCrMoCu25-20-5   
ASTM A182 F92 1.4901 X10CrWMoVNb9-2    
1ASTM A 182 F91 1.4903 X10CrMoVNb9-1       

1.4922 X20CrMoV11-1 / X20CrMoV12-1
1.4542(15-5PH), 1.4545(17-4PH), and others

ASTM  A 705/630, A 705XM12, FXM19 and others

- Nickel and Monel / INCOLOY / INCONEL / NICKEL /  HASTELLOY
  Titanium alloys: TITANIUM- Gr. 1 / 2 / 5 / 12 ASTM B 381 - F1 and others

Standards and Specifications: Delivery according to  ASTM, ASME, EN, VdTÜV, British Standard,  
GOST, JIS, according to superior customer specifications.

Mechanical machining: You can source from us both pre- machined and according to drawings
finished machined (turned, drilled, milled) goods.

Material inspection, testing Production and delivery according to EN ISO 9001. The destructive and 
and certification: non-destructive material tests and inspections are certified by works Material

Test Certificate and by Inspection Test Certificate by all inspection companies.

Quality assurance                 ISO 9001, PED 97/23/EG, AD2000 W0 TRD100, BV, DNV, Lloyds̀  and 
and approvals: further approvals
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